
Road Rod Saddle Bag System Kit Instructions
(P/N: CV-6200 Silver)  (P/N: CV-6201 Black)

Fits 2002-2006 V-Rods with 180 tire
ALL FIBERGLASS PARTS MUST BE PREFITTED BEFORE PAINTING.  CYCLE VISIONS IS NOT RESPONSIBLE FOR THE COST
OF PAINTING.

Will not work with Harley Davidson® Saddlebags.  You must purchase our saddlebags (P/N CV6206 & CV6208), rear fender extension (P/N
CV6210), and rear passenger relocation kits (P/N CV6120) separately!

Parts Included:
Lower Bag Mount (L & R) Front Saddlebag Support (11) _-20 Flange Nuts (2) 8MM-1.25x3/4 Bolts
Support Bag Mount (L & R) License Plate Light Mount (7) _-20x3/4 Flange Bolts (2) 5/16 Flat Washers
License Plate Frame (6) 5/16-18x34 Flange Bolts (2) Brackets, LH/RH (2) Spacer Washers
Rear Fender Brace (8) 5/16-18 Flange Nuts (4) 5/16 Chrome Washers (1) Spacer
Upper Fender Support (4) _-20x3/4 BHCH (4) 5/16-18x1” BHCH

1. Use locktite on all fasteners!!
2. Put bike on lift and place jack under frame.  Raise bike to lift rear wheel.
3. If swing arm pivot shaft is drilled and tapped on each end, they need to be redrilled and tapped to 3/8-16 to a depth of _” deep.  If you

are unable to drill & tap your swing arm pivot shaft, you can purchase one from Cycle Visions (part #CV6121), See Harley
Davidson® V-Rod® Service Manual Section 2, Page 2.89 for removal and installation instructions.

4. Remove seat, passenger seat, turn signal module, rear fender cover, turn signal license plate assembly, and rear foot peg assemblies.
NOTE:  Our bag system will not work with stock exhaust system… we recommend the 2-into-1 Supertrap, or you may use any
exhaust system that is lower than the rear axle bolt.

5. Remove the two upper shock bolts.  Relocate the shock spacer from the right side to the left side, and use the new spacer supplied on
the right side.

6. Install front bag mount between frame and spacer (see Figure 1), reinstall shock bolts and torque to 31-50 lbs.
7. Install lower bag support frame to swing arm pivot shaft using the 3/8” bolt through rear foot peg clevis and cover (see in Figure 2).

NOTE:  There is a right and left covers and bag support, install accordingly. Torque to 35 foot lbs.
8. Install rear fender front mounting tabs using 8mm 1.25 x _ and flat washers (supplied in kit) (see Figure 3).
9. Install upright saddlebag support brackets to the lower bag mount assembly and lower fender extension crossover mount. (see Figure

4). Torque to 25 lbs.  NOTE:  Install crossover mount with gusset facing down.
10. Remove license plate light from your rear turn signal bracket license plate assembly.  Install license plate light on our license plate

light bracket (see Figure 5).
11. Install the license plate bracket on the inside of the rear fender extension using the top holes of the license plate frame (see Figure 6 &

7).
12. Install fender washers on the inside of the fender extension (see Figure 8).
13. Install upper fender bracket to rear fender extension with a _-20 bolt supplied in kit (see Figure 9).
14. Install rear fender extension with chrome button fitted bolts. (see Figure 10 & 11).
15. To check alignment and fit of rear fender extension reinstall original rear fender.  Once you have everything lined up and fitted,

remove original rear fender, drill & tap (2) two 5/16 x 18 holes in rear fender support bracket (see Figure 12).
16. Install Harley Davidson® Part #70909-95 and 47449-97 bracket and receptacle on front and rear bag supports (see Figure 13 & 14).
17. Install Harley Davidson® Part #47449-97 bracket with receptable (see Figure 14).  Make sure the bolts come from the inside out.

This bracket is adjustable for location.
18. Install Harley Davidson® Part #11522 rubber grommets in bags (thick side in).  Install all necessary Harley Davidson® parts to

saddlebags, and install saddlebags.  Check for fit and clearance to fender extension.  Trim if necessary.
19. Check all torque specifications as per Harley Davidson® Service Manual.

All Harley Davidson® parts listed below are required for Road Rod Saddlebag Mounting Kit installation, and must be purchased separately:

S-bag (right) lid (P/N 90756-93) Screws (16) (P/N 3593) Nut (2) (P/N 7608)
S-bag (left) lid (P/N 90757-93) Washer (4) (P/N 6229W Lockset (2) (P/N 53710-93/key #)
Wear plate (4) (P/N 90962-93) Bail head stud (4) (P/N 90834-95A) Reflector (right) (P/N 59287-92)
Backing plate (2) (P/N 90700-93) Gasket cover (2) (P/N 90675-93) Reflector (left) (P/N 59288-92)
Wear tab (4) (P/N 90972-93) Mounting bracket (4) (P/N 90958-93) Screws (10) (P/N 3595)
Check strap (2) (P/N 53567-93) Latch (left) (P/N 90664-93) Screws (4) (P/N 2524B)
Screws (4) (P/N 3596) Latch (right) (P/N 90665-93) Screws (4) (P/N 3656)
Screws (4) (P/N 3592) Face plate (right) (P/N 90601-93) Cushion (4) (P/N 90764-93)
Grommet (4) (P/N 11464) Face plate (left) (P/N 90603-93) Receptacle (4) (P/N 70909-95)

Bracket (4) (P/N 47449-97)
Our Warranty Policy

Cycle Visions’ obligation under “Our Warranty Policy” is limited to one (1) year from date of purchase to repair or replacement of the defective item (s).  Chrome, polished, powder-coated, anodized finishes, or electrical
parts are limited to thirty (30) day from date of purchase.
This warranty will be void on all products that show evidence of misapplication, improper installation, abuse, lack of proper maintenance, negligence, or alteration from their original design.

The consumer will be responsible for removing from the vehicle any defective item (s), transportation costs prepaid and for reinstallation upon return by Cycle Visions.  The loss of use of the product, loss of time,
inconvenience, commercial loss or consequential damages is not covered.  Cycle Visions reserves the right to change the design of any product without assuming any obligation to modify any product previously
manufactured.  Warranty returns of Cycle Visions products are few because of our high quality products.

Carefully inspect all parts…. If you find that your parts arrived in damaged conditional all original packaging material (box and other materials) must be saved to make a proper damage claim within seven (7) days.  You must
be able to present the damaged boxes and materials to the freight carrier to verify your claim.  The user shall assume all legal, personal, injury risk and liability and all other obligations, duties and risks associated therewith.

Cycle Visions
San Diego, CA  (619) 295-7800

www.cyclevisions.com
See our other products on the web!

Made in the USA
Patent Pending




